[bookmark: _GoBack]Specification
Philips CitySwan gen2 BPS/BRS/BSS/BDS639 lantern
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UrbanCity family for 4-10 meter poles in IP65, class II electrical protection and IK10 impact resistance.
Elliptical-shaped lantern in opal transparent PMMA, die-cast aluminium flange (Sable – close to RAL9006) and flat tempered glass with white painted frame.
Measures: Ø: 384/340mm, H: 249mm (BPS/BRS639)
Measures: Ø: 490mm, H: 525mm (BSS/BDS639)
10 meter cable (2x1² H05VV-F or 2x1,5² PVC free cable, FQQ).
Side entry Ø48 or Ø60mm mounted (BRS) fastened by two stainless steel bolts or in catenary suspension (BSS) or post top side-mounted (BPS) Ø60mm or top suspended (BDS) on Ø48 or 60mm bracket.
Equipped with replaceable round LED module and driver (2.000 to 13.000 lm), 3.000K (CRI min. 80) or 4.000K (CRI min. 70). System power: 16-105W (depending on lumen output). LED module lifted 25mm up inside housing. Choice of 6 different light distributions (Medium (MDM), Wide (MDW), Wet (MDK), Asymmetric (MDA), Symmetrical (MDS) or Symmetrical Wide (DSW)).
100.000 hours life time on LED module (L100B10) with Constant Lumen Output (CLO). 
LED driver with 100.000 hour life time (90% survivals) and 6KV or 10KV surge protection and pre-programmed 5-step night dimming schedules. Integrated in luminaire housing 2-way open communication system (RF or GPRS based).
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