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About this ManualSh wline

PREFACE

1.   About this Manual

The document provides installation and operation instructions for the following products:

Please read all instructions before installing or using this product. Retain this manual for future reference . 
Additional product information and descriptions may be found on the product specification sheet.

Note: The SL STRIP 400 TW LED Luminaire is universal voltage 100 to 240 VAC (auto-ranging). 

2.   Included Items

Each SL STRIP 400 TW LED Luminaire includes the following items:

 Installation and User’s Manual (this document) 

SL STRIP 400 TW LED Luminaire Accessories

SL STRIP 400 TW LED Luminaire Power Input Cables (North American Models Only)

SL STRIP 400 TW LED Luminaires
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SL STRIP 400 TW LED Luminaire (IP20 rated)

SL STRIP 400 TW LED Luminaire

PC 1 B E - AC Power Input Cable (39 inches  / 1 meter), Powercon with Bare End* (*Note, user supplies and installs

own AC input connector)

Part Number Description

PC1BE
SL STRIP 400 TW LED Luminaire AC Power Input Cable (39 inches / 1 meter), Powercon with Bare 
End* (*Note, user supplies and installs own AC input connector)

PC1GP
SL STRIP 400 TW LED Luminaire AC Power Input Cable (39 inches / 1 meter), Powercon with 
Stagepin Connector

PC1GTL
SL STRIP 400 TW LED Luminaire AC Power Input Cable (39 inches / 1 meter), Powercon with 
Twistlock Connector

PC1GR
SL STRIP 400 TW LED Luminaire AC Power Input Cable (39 inches / 1 meter), Powercon with 
Edison Connector

PC3BE
SL STRIP 400 TW LED Luminaire AC Power Input Cable (9.8 Feet / 3 meter), Powercon with Bare 
End* (*Note, user supplies and installs own AC input connector)

PC8BE
SL STRIP 400 TW LED Luminaire AC Power Input Cable (26 Feet / 8 meter), Powercon with Bare 
End* (*Note, user supplies and installs own AC input connector)

PC8GR
SL STRIP 400 TW LED Luminaire AC Power Input Cable (26 Feet / 8 meter), Powercon with Edison 
Connector

Part Number Description

MC Me ga Claw, Black, Anodized  

SC Molded Yoke C-Clamp

HC Light Weight Half Coupler

82003 Safety Cable

















































Table 11, “SL STRIP 400 TW LED Luminaire RDM Parameter IDs,” on page 27

Table 13, “SL STRIP 400 TW LED Luminaire RDM Manufacturer Specific PIDs,” on page 29
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