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RDM - 6TS
DMX-512A(RDM) Signal splitter
6 ways in truss mount

- Competitable for both DMX-512A(RDM) and DMX-512(1990) 
- Truss mount housing design can easy wrap on the aluminium truss with magic tie 
- Signal In/Thru (XLR 5pin) and 6 ports Signal buffered output (XLR 5 pin)
- Signal Line Out or Terminate push button for signal on going or stop 
- CE / ETL/cETL and FCC marked

The 6 ports truss mount RDM splitter RDM-6TS is designed for system distribution of DMX-512A(RDM) network. Use 
as easy as the normal DMX-512 splitter, plug and play with XLR 5 pin signal connectors. 
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RDM Signal Splitter
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RDM OUT 1- 6

1 2 3

4 5 6

1=Ground
2=Data-
3=Data+
4,5=NC

RDM-6T S
6 way DMX-512A(RDM) Booster

DMX-512A(RDM) IN

FUSE

Made in China

AC IN: 
100-240V~ 50/60Hz, 1A Max.
Fuse: F1A 250Vac 5x20mm 

Signal

Power

Link Out/ Terminate

40 C

CONFORMS TO UL STD. 60950-1
CERTIFIED TO CSA STD. 
C22.2 NO. 60950-1-07

C US

CM

Intertek
9901286

AC IN

DMX-512A(RDM) THRU

Warning / Avertissement:  
This apparatus must be earthed

Cet appareil doit etre relié a la terre
Caution! / Attention! 

Risk of electric shock do not open
Risque de choc électrique 

ne pas ouvrir
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delivers fully integrated lighting solutions; from simple lamps to complete systems designed with the specific needs of the entertainmenrt 
and specialized display lighting markets.
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Ordering Information
Cat No. Description

DMX512A(RDM) Splitter

RDM6TS DMX512A(RDM) 6 ports splitter, truss mount
 

Technical Specifications
Supply Voltage:   AC100-240V, 50/60 Hz, 5W

Standards Compliance: RDM-6TS is CE and ETL/cETL 
      marked 

Environmental Data
Temperature:  0 to 35˚C
Humidity Range:  0 to 95% Non-condensing

Mechanical Data
Connections: DMX512 Input and Thru(on one side)

         6 ports of DMX-512A(RDM) output
         (on other side) 

Strand Lighting Control SystemsRDM Signal Splitter

Weight:   1.45 kg
Dimensions:  264 x 134 x 120mm


