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General Uniform Lighting

1 x 2545 lm

2016-09-20

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 64 90 98 100 100

UGRcen (4Hx8H, 0.25H) 16
EN12464-1 65 deg, 1500 cd/m2

Polar intensity diagram
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Utilisation factor table

Ceiling mounted
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1 x 3417 lm

2016-09-20

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 64 90 98 100 100

UGRcen (4Hx8H, 0.25H) 17
EN12464-1 65 deg, 3000 cd/m2

Polar intensity diagram

(cd/1000 lm) L.O.R.= 1.000o
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Utilisation factor table

Ceiling mounted
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General Uniform Lighting

1 x 2576 lm

2016-09-20

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 64 89 98 100 100

UGRcen (4Hx8H, 0.25H) 16
EN12464-1 65 deg, 1500 cd/m2

Polar intensity diagram

(cd/1000 lm) L.O.R.= 1.000o
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Utilisation factor table

Ceiling mounted
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1 x 3420 lm

2016-09-20

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 64 89 98 100 100

UGRcen (4Hx8H, 0.25H) 17
EN12464-1 65 deg, 3000 cd/m2

Polar intensity diagram
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Utilisation factor table

Ceiling mounted
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