
LVC2130858 2013-07-08

DN498 1xDLED830 UGR22 1 x LGIT7030

1 x 2074 lm

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 74 99 100 100 100

UGRcen (4Hx8H, 0.25H) 21
EN12464-1 65 deg, 1000 cd/m2
CIBSE: LG3 65 deg, 500 cd/m2

Polar intensity diagram
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LVC2130859 2013-07-08

DN498 1xDLED840 UGR22 1 x LGIT7030

1 x 2138 lm

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 74 99 100 100 100

UGRcen (4Hx8H, 0.25H) 21
EN12464-1 65 deg, 1000 cd/m2
CIBSE: LG3 65 deg, 1000 cd/m2

Polar intensity diagram
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Utilisation factor table
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LVC2130860 2013-07-08

DN499 1xDLED830 UGR19 1 x LGIT7030

1 x 1847 lm

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 88 100 100 100 100

UGRcen (4Hx8H, 0.25H) 17
EN12464-1 65 deg, 1000 cd/m2
CIBSE: LG3 65 deg, 500 cd/m2

Polar intensity diagram
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Utilisation factor table

Ceiling mounted
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LVC2130861 2013-07-08

DN499 1xDLED840 UGR19 1 x LGIT7030

1 x 1946 lm

Light output ratio 1.00
Service upward 0.00
Service downward 1.00

CIE flux code 88 100 100 100 100

UGRcen (4Hx8H, 0.25H) 17
EN12464-1 65 deg, 1000 cd/m2
CIBSE: LG3 65 deg, 1000 cd/m2

Polar intensity diagram
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Utilisation factor table

Ceiling mounted
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