General Uniform Lighting

TForce HB 100-85W E40 840 120D 929001875700
1 x 10000 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
120° 180° 120° nr. of luminaires
16.0
l hroom: 2.8 m hroom: 2.8 m
Reflectances: 0.70, 0.50, 0.20 Refl: 0.70 0.50 0.20
90° 16 Maintenance factor: 1.0 m 1128 Ceiling mounted
Ceiling mounted
120 128 11 viewed endwise
60° 12 Y : viewed crosswise
T Y : Parallel to viewing dir.
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.08 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150| 300| 450| 600 750/ 900
) Cone
Service downward  0.92 Room
Index ggg 8?8 gzg gzg gzg 8;8 g;g gig g;g g?g ggg 450| 31215| 27664| 25783| 25133| 25812| 27742| 31376
CIE flux code 427190 92 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 S00| 27887| 24499| 22736| 22143 | 22767] 24566| 28004
55.0| 24690| 21527| 19900| 19355| 19923| 21586 | 24807
UGRcen (4Hx8H, 0.25H) 27 060 | 045 042 | 044 043 042 034 | 033 028 | 032 028 | 025 600} 21635 18747 17266| 167521 17285 18606 21768
080 | 055 051 | 053 052 050 042 | 041 036 | 040 035 | 032 65.0| 18832| 16183| 14843| 14384| 14866| 16242| 18951
100 | 063 059 | 061 059 057 049 | 048 043 | 046 042 | 0.38 700| 16268| 13871| 12671| 12256| 12695| 13932| 16389
125 | 071 065 | 069 066 064 056 | 055 049 | 053 048 | 045 750| 13908| 11766 | 10704| 10336] 10720] 11813] 14016
150 | 078 070 | 075 072 069 062 | 060 055 | 058 053 | 0.50 200| 11805| 9887| 8954| 8638| 896s| 9928| 11902
200 | 087 078 | 084 080 076 070 | 068 063 | 065 061 | 057
250 | 094 083 | 090 085 081 076 | 073 069 | 070 067 | 063 850) 10003 8306| 7488 7208 7501 8344 10088
300 | 099 086 | 095 089 085 080 | 077 073 | 074 071 | 067 500, B840 sotsl a0nl 5953] eatn] 69ddl 481
400 | 105 091 | 101 094 089 085 | 082 079 | 079 076 | 072 (cd/m’)
500 | 109 094 | 105 098 092 088 | 085 082 | 082 080 | 075
Ceiling mounted
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