General Uniform Lighting

TForce LED HPI ND 110-88W E40 840 120D 929001356900

1x 11000 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
120° 180° 120° nr. of luminaires
48.0
l hroom: 6.0 M hroom: 6.0 m
Reflectances: 0.50, 0.50, 0.20 Refl: 0.50 0.50 0.20
90° 40 Maintenance factor: 1.0 F—500 Ix m Ceiling mounted
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Utilisation factor table Luminance Table
Light output ratio 1.00 — -
Service upward  0.01 Reflectances (%) for ceiling, walls and working plane (CIE Plane| 00| 150| 30.0| 450 600 750 90.0
; Cone
Service downward 0.99 Rool
Index g'gg ggg g;g g;g g;g g;g g'gg g'fg g'gg g'?g ggg 45.0| 46702| 41660 | 39013 | 38185 | 39013 41660| 46702
CIE flux code 45 82 97 99 100 K 0.30 040 | 0.30 020 0.10 0.10 | 0.10 0.10 | 0.10 0.0 | 0.00 50.0| 40474| 35795| 33369| 32616 33369| 35795| 40474
55.0| 33777 | 29617 | 27489 | 26831 | 27489 29617 | 33777
UGRcen (4Hx8H, 0.25H) 26 0.60 | 046 0.43 | 045 044 043 035 | 0.35 0.30 | 0.34 029 | 027 600} 25925 22536 20625 20300 20825 22536 25925
080 | 0.58 054 | 0.56 055 0.53 046 | 0.45 040 | 0.44 039 | 0.37 65.0| 17984] 15496 | 14256 | 13877 14256] 15496 17984
1.00 | 067 062 | 066 063 061 054 | 053 0.48 | 0.52 0.47 | 045 70.0| 13048| 11140 10202| 9917 | 10202| 11140| 13048
125 0.76 070 | 0.74 0.72 069 062 | 061 056 | 0.60 0.55 | 0.53 750| 8865| 7495| 6831| 6631| 6831| 7495| 8865
200 | 065 083 | 061 086 02 077 | 075 071 | 074 071 | 069 B00| S el 0%z 367 052 40| 5360
. . X . X X A . .71 . .71 .
250 | 1.00 0.88 | 0.97 0.92 0.87 0.82 | 0.81 0.77 | 079 076 | 0.74 850| 2185| 1807 1630 1577) 1630] 1807 2189
300 | 1.05 092 | 1.02 096 0.90 0.86 | 0.85 0.82 | 0.83 0.80 | 0.78 200] 329 260 241] 233] 241] 260] 329
400 | 1.11 096 | 1.07 1.00 0.94 0.91 | 0.89 0.87 | 0.88 085 | 0.83 (cdim?)
500 | 114 098 | 110 1.03 097 094 | 0.92 0.90 | 0.90 0.88 | 0.85
Ceiling mounted
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CalcuLuX Photometrics 4.5
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