General Uniform Lighting

TForce LED HPI ND 110-88W E40 840 60D 929001356800

Light output ratio 1.00
Service upward  0.01
Service downward 0.99
CIE flux code 67 91 98 99 100

UGRcen (4Hx8H, 0.25H) 23

111

Utilisation factor table

Reflectances (%) for ceiling, walls and working plane (CIE
RoOM™ 5 50 080 | 070 070 070 070 | 0.50 050 | 0.30 030 | 0.00
Index| 050 050 | 050 050 050 0.30 | 0.30 0.10 | 0.30 0.10 | 0.00
K 030 010 | 0.30 0.20 0.10 0.10 | 0.10 0.10 | 0.10 0.10 | 0.00
060 | 061 058 | 0.60 0.59 0.57 0.52 | 0.51 0.47 | 051 047 | 0.45
080 | 0.71 067 | 0.70 068 0.66 0.60 | 0.59 0.55 | 059 055 | 0.53
1.00 | 079 074 | 078 075 073 067 | 0.66 0.63 | 0.66 0.62 | 0.60
125 | 087 080 | 085 082 079 074 | 0.73 0.69 | 0.72 0.68 | 066
150 | 093 084 | 091 087 083 078 | 0.77 0.74 | 0.76 0.73 | 0.71
200 | 1.01 090 | 0.99 0.94 0.89 0.85 | 0.84 0.81 | 0.83 0.80 | 0.78
250 | 1.07 094 | 1.04 0.98 0.93 0.90 | 0.88 0.86 | 0.87 0.85 | 0.82
300 | 111 097 | 1.07 1.01 096 093 | 0.91 0.89 | 0.90 0.88 | 0.85
400 | 115 1.00 | 112 1.05 0.99 0.96 | 0.95 0.93 | 093 091 | 0.89
500 | 118 1.01 | 114 107 100 098 | 0.96 0.95 | 0.95 0.93 | 0.91
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Luminance Table

Plane 0.0/ 150| 30.0f 450| 60.0| 750 90.0
Cone

45.0| 33208| 29623 | 27741| 27152 | 27741| 29623 | 33208
50.0| 25395| 22459| 20937 | 20464 | 20937| 22459 | 25395
55.0| 19454| 17058 | 15832| 15454 | 15832| 17058 | 19454
60.0| 13844| 12035| 11121| 10841| 11121| 12035| 13844
65.0| 9468| 8159| 7506| 7306| 7506| 8159| 9468
70.0| 6444| 5502| 5039| 4898| 5039| 5502| 6444
75.0| 4045| 3420| 3117| 3025| 3117| 3420| 4045
80.0| 2446| 2047| 1856| 1799| 1856| 2047| 2446
85.0| 1036 857| 773| 748| 773 857| 1036
90.0 554 452| 405 392| 405 452 554
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