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In this release the following items were changed (compared to the previous version):

CHANGES
1. Added:
- Support for

o new (versions of) LED devices

Device Name 12 NC
X1030C120V040BSJ1 1.0 9290017 43313
X1030C080V054BSJ1 1.0 9290017 43213
Xi LP 110W 0.3-1.0A S1 230V C133 sXt 1.0 9290 016 55106
Xi LP 110W 0.2-0.7A S1 230V C133 sXt 1.0 9290 016 55006
Xi LP 75W 0.5-1.5A S1 230V C133 sXt 1.0 9290 016 54906
Xi LP 75W 0.3-1.0A S1 230V C133 sXt 1.0 9290 016 54806
Xi LP 75W 0.2-0.7A S1 230V C133 sXt 1.0 9290 016 54706
TrustSight DALI 45-300V LFP 1.0 9290 016 52406
TrustSight DALI 15-55V LFP 1.0 9290 016 52306
TrustSight DALI 45-300V NiMH 1.0 9290 016 40106
TrustSight DALI 15-55V NiMH 1.0 9290 016 40006
LHP 1710W 200-242V E2 RDM JPN 2.1 9290 016 23006




Xitanium 75W 0.12-0.4A 215V TD CL 230V 1.4 4422 408 99211
Xitanium 150W 0.2-0.7A 300V TD 230V iXt 1.3 4422 408 78561
Xitanium 110W 0.2-0.6A 215V TD 230V iXt 1.4 4422 408 72711
Xitanium 36W 0.12-0.4A 110V TD 230V 1.6 4422 408 65111
Xitanium 75W 0.12-0.4A 215V TD 230V 1.7 4422 408 65081
PoELC Dual Channel 25W 3.0 9137 01037003
PoELC Dual Channel 45W 3.0 9137 010 36903
- Features

o) Emergency: Adjust the battery of rechargeable cells (1)-
Device Name 12 NC
TrustSight DALI 15-55V LFP 9290 016 52406
TrustSight DALI 15-55V NiMH 9290 016 52306
TrustSight DALI 45-300V LFP 9290 016 40106
TrustSight DALI 45-300V NiMH 9290 016 40006

2. Improved:
- Feature
o AOC: changed the minimum value of driver from 100mA to 105mA

Device Name 12 NC

X1075C105V079VSY2 1.0 9290017 48113

3. Various cosmetic updates and improvements

DETAILS AND ATTENTION POINTS

Item Feature /Functionality Chapter in User Manual Engineering 3.9

(1) Emergency 12.3.54 Self Contained Emergency

Self-Contained Emergency lighting is, in contrast to DC-Mains Emergency, a
functionality of specific drivers that uses a battery of rechargeable cells to create
light on the moment of power down.

With this feature, you can set different parameters with MultiOne, all describe in
the manual.



IMPORTANT NOTICE

Make sure that also the extra conditions are fulfilled:
- User Software Key on line or off line installed (no action needed if PC already has a
key)
- Put the Power mode of your PC on better or best performance.
- The correct Microsoft Windows version,
o No Windows XP support

o When running the installer on Windows 10, a 'Do not run' button might be
shown as the application is not signed. Go to 'more info' to force installation.
The MultiOne software is tested on a wide variety of virus scanners (latest versions), no
issues detected.
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