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CHANGES

Recent documents

In this release the following items were changed (compared to the previous version):

1. Added:

Support for
new (versions of) LED devices

Device Name 12NC
TrustSight DALI 15-55V LFP 1.0 9290 016 52306
TrustSight DALI 15-55V NMC 1.0 9290 016 40606
TrustSight DALI 15-55V NiMH 1.0 9290 016 40006
TrustSight DALI 45-300V LFP 1.0 9290 016 52406
TrustSight DALI 45-300V NMC 1.0 9290 016 40706
TrustSight DALI 45-300V NiMH 1.0 9290 016 40106
Xi LP 220W 0.3-1.05A S1 230V 1230CF 1.0 9290 014 86980
Xi LP 220W 0.3-1.05A S1 TWE 1230CF 1.0 9290 014 87180
Xi LP 220W 0.5-1.5A S1 230V 1230CF 1.0 9290 014 87080
Xi LP 100W 0.3-1.05A S1 230V 1175CF 1.0 9290 014 87380
Xi LP 150W 0.3-1.05A S1 230V 1175CF 1.0 9290 014 87280




Xitanium 50W WH 0.7-1.5A 54V Is G2 1.0 9290 014 71206
Xitanium 36W WH 0.3-1.05A 54V Is G2 1.0 9290 014 71106
Xitanium 20W WH 0.15-0.5A 54V 1s G2 1.0 9290 014 71006
Xitanium 320W 0.5-1.4A SR 400V GV2 1.0 9290 016 57206
Xitanium 40W 0.1-1.1A 54V INT SR 1.0 9290 017 48613
X1040C110V054BST2 2.0 9290 017 23513

X1050C140V054BST1 2.0

9290017 23713

Xi FP 150W 0.2-0.7A SNLCDAE 230V S240sX 2.0

9290 016 78706

Xi FP 150W 0.3-1.0A SNLCDAE 230V S240sX 2.0

9290 016 78806

Xi FP 75W 0.2-0.7A SNLCDAE 230V S240 sX 2.0

9290 016 78506

Xi FP 75W 0.3-1.0A SNLCDAE 230V S240 sX 2.0

9290 016 78606

- New Features — TrustSight DALI drivers

o) DALI 202: feature used to configure DALI settings
o) Emergency Diagnostics: specific display of diagnostics
2. Improved
- Feature
o Luminaire info: added support to convert from one type of luminaire info to other
type.

Depending on the device firmware, different versions will be supported.
The backwards compatibility is always from a lower version to a higher version but
not reverse, starting from MultiOne 3.10.

3. Various cosmetic updates and improvements

IMPORTANT NOTICE

Make sure that also the extra conditions are fulfilled:
- Put the Power mode of your PC on better or best performance.
- The correct Microsoft Windows version,
o No Windows XP support

The MultiOne software is tested on a wide variety of virus scanners (latest versions), no issues
detected.
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