General Uniform Lighting

1 x TLED10.5W 4000K165D 9290011185
1 x 1200 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.15 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450 600 750 900
- Cone
Service downward  0.85 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 50| 4799] 4769| 4839| so1a| siea| eov8| 7456
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.0 | 0.00 -
CIE flux code 38 66 87 85 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 S00| 4591| 4548] 4599] 4746| 5051| 5783] 7256
55.0| 4398| 4343| 4371 4484| 4733| 5437 7002
UGRcen (4Hx8H, 0.25H) 23 060 | 042 040 | 041 040 039 031 | 030 025 | 028 024 | 021 600) 44| 4156| 41621 4237, 4409| 5054 €683
080 | 052 049 | 050 048 047 039 | 037 032 | 035 031 | 027 650 4065| 3984] 39%7| 4004| 4082| 4628 6258
100 | 060 055 | 057 056 054 046 | 044 038 | 041 037 | 033 700| 3918] 3827| 3787| 3785| 3758 4160| 5687
125 | 068 062 | 065 062 060 053 | 050 045 | 047 043 | 038 750 3789 3684| 3624| 3584 3434] 3635) 4889
150 | 074 067 | 071 068 065 058 | 055 050 | 052 047 | 043 00| 3675| 3560| 3480| 3404 3134] 3086| 3763
200 | 084 075 | 080 076 072 066 | 062 058 | 0.59 055 | 050
. 77 9
250 | 090 080 | 086 081 077 071 | 068 063 | 064 060 | 055 80, 35 3453| 3359 3257, 262 2568 2068
300 | 095 083 | 091 085 081 076 | 072 068 | 068 064 | 059 00] 3501] 3369] 3265 3144 2704] 2319] 510
400 | 102 088 | 097 091 085 081 | 077 073 | 073 070 | 064 (cd/m?)
500 | 106 091 | 101 094 088 084 | 080 077 | 076 073 | 067
Ceiling mounted
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