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The FluxStream Story

Every project has difficult and time consuming 
decisions.   

(Schedules, budget, personnel, coordination with 
other trades, complicated systems.)

Selecting an LED strip, industrial, or 
wraparound…shouldn’t be one of them. 

(They’re strips, industrials, wraps – c’mon!)

Make it quick and easy by choosing from the newly 
expanded Philips FluxStream family.

(Yes…that’s right, FluxStream is now a family.)

FluxStream, your reliable “go to” LED linear strip, is 
now available as an industrial and a wraparound.  

(The FluxStream family…yeah!)



Introducing the newly expanded FluxStream family 



Same housing used for 
all 3 allows for design 
consistency.  

New (and intuitive) 
nomenclature makes for 
easy selection: 

FSS           FSI          FSW

There is also an “EZ” 
version for the FSS and 
FSW for the budget 
sensitive projects. 

2.5”h x 3”w 3.13”h x 4.25”w 3.4”h x 4.1”w



FluxStream strip  FSS 
114-133 lm/w
2000-14,000 lm
30-35-40-50K
2’, 3’, 4’, 8’
EZ version available: FSSEZ

FluxStream industrial  FSI 
126-134 lm/w
4000-14,000 lm
30-35-40-50K
4’, 8’

FluxStream wraparound 
FSW
104-122 lm/w
2000-14,000 lm
30-35-40-50K
2’, 4’, 8’
EZ version available: FSWEZ

Product Details

All standard (non EZ) units DLC listed



FluxStream strip old vs. new 

New FluxStream (FS)Old FluxStream (LF) 

LF4/LF8 FSS4/FSS8

LF4EZ FS4EZ



Integral DayOcc Sensor 



FluxStream Ordering Guide

DIM = 0-10V to 1% 

EZ = UNV = Non Dim



Accessories and Options 
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Customer Service Offering (Service Smart 2-day)



FluxStream Compared to LBX 

Foundation

High Performance

Brightness Control 

Flat Diffuse

Uplight Diffuse

Larger profile 
Up to 9000 lumens / 4’
5 configurations 
5 optical distributions 
available 
40c ambient rating on 
all versions

LBX



Marketing FluxStream

 Demo case 

 Landing page 

www.Philips.com/FluxStream

 Brochure

 Spec Sheets

 Promotional video

 Digital banner ads (EC&M Magazine)

 Search Engine Advertising campaign 

 Press Release

 Blog Post 

 Distributor Promotion (April) 



FluxStream Review 

FluxStream is now a FAMILY.  

FluxStream strips, industrials, and wraps are easy to 
specify and order.   

The coordinated design will look great on projects 
where a combination of strips, industrials, and wraps 
are used.  

High efficacy – up to 134 lpw

Up to 7000 lumens per 4’

Integral sensors available



FAQ’s
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Q. Is FluxStream wet location listed? 
A. No, FluxStream is damp location listed only.  

Q. Is FluxStream DLC listed in any other categories besides linear? 
A.  Yes, FluxStream is also listed in the low bay / high bay category where 
appropriate.   In addition the wraparound has been submitted for the stairwell / 
passageway category. 

Q.  What is the dimming range of the FluxSteam 0-10V?     
A.  Standard FluxStream dims down to 1%.   FluxStream EZ does not dim.   

Q.  Where is FluxStream manufactured?  
A.  Monterrey, Mexico 



Questions?





Accent Lighting

Accent Lighting
Keeping the focus 

where it needs to be



Go big. Think Small.

 Fully integrated, sleek design

 Smallest form factor per lumen package in the 
market

– Luminaire sits less than 1” from the track

– 1000lm 12° 15,000 CBCP

– 2000lm 11° 30,0000 CBCP

– Efficacy: up to 108lm/W

– Beams: Narrow Spot, Spot, Narrow Flood, Flood

– CRI: 80 and 90 CRI

– CCT: 2700K, 3000K, 3500K, 4000K, CrispWhite

 Field changeable optics

 ELV Dimming

 Accessories: Snoots, Diffusion Films, Hex Cell Louver

 Lifetime: 50,000 hours

 Certifications: Energy Star, cULs



Size and Output

SKU: LC06

 600lm

 6 Watts

 Efficacy: up to 108lm/W

 CBCP: 8,259 @ 12°

SKU: LC10

 1000lm

 12 Watts

 Efficacy: Up to 98lm/W

 CBCP: 14,160 @ 12°

Efficacy calculated at 80CRI 3000K



Size and Output

SKU: LC20

 2000lm

 25 Watts

 Efficacy: up to 86lm/W

 CBCP: 29,711 @ 11°

Efficacy calculated at 80CRI 3000K



Over 56 years of track lighting 
innovation and expertise make it 

possible for Philips Lightolier to create 
a track luminaire form factor so small 
that it almost seems to disappear into 

the ceiling or surrounding area.

Design Excellence
Aesthetic Appeal



Design Excellence
Thermal Management

The smooth, 
contemporary style 

eliminates the need for 
heat sink fins to 

complement accent 
lighting designs from 

subtle to bold.



Competitor Adapters

Juno
LCJ10830WTE

Halo
LCH10830WTE

Prospec
LCP10830WTE

GTEK
LCGT10830WTE



Precision Optics
Field changeable reflectors

Narrow Spot

11°

Spot

18°

Narrow Flood

24°

Flood

36°



Narrow Spot - 11°

600 lm: 8,259

1000 lm: 14,160

2000 lm: 29,711

Spot - 18°

600 lm: 4,102

1000 lm: 7,103

2000 lm: 13,093

Narrow Flood - 24°

600 lm: 2,832

1000 lm: 4,891

2000 lm: 8,345

Flood - 36°

600 lm:1,558

1000 lm: 2,680

2000 lm: 4,396

Superior Optical Performance

Fixture: LC20830WTE
Reflector: LLAV11RNS 

Photometry calculated at 80CRI 3000K



Matching Platforms

 Seamless transition from track to recessed product 

 Light quality consistency, specifically designed for retailers

 OmniSpot LC06 & LC10 will share with Calculite Evolution 3in Accent

 OmniSpot LC20 will share with Calculite 4in Accent



Accessories

With a wide range of 
personalized options, 

OmniSpot has the selection 
and accessories to tailor to all 

of your lighting needs and 
applications

Reflector

Hex Cell

Snoot

Accessory 
Holder



Finish Options

Aluminum Black White



CrispWhite Technology

CrispWhite Technology creates the most 
impactful retail lighting ever available, by 

revealing the richest whites, vibrant reds and 
colors that pop.

Delivering the warm saturated colors of high 
90 CRI solutions while creating a natural 
crisp whiteness by activating fluorescent 
whitening agents (FWAs) in paints and 

fabrics to properly display merchandise in 
retail shops.



Ordering Logic



Customer Service Offering

Track Heads Description CSO

LC06830WTE OmniSpot LED 600lm 80CRI 30K WH ELV A

LC06830BKTE OmniSpot LED 600lm 80CRI 30K BK ELV B

LC10830WTE OmniSpot LED 1000lm 80CRI 30K WH ELV A

LC10830BKTE OmniSpot LED 1000lm 80CRI 30K BK ELV B

LC10930WTECW OmniSpot LED 1000lm 90CRI 30K WH ELV CW A

LC10930WTE OmniSpot LED 1000lm 90CRI 30K WH ELV B

LC10930BKTE OmniSpot LED 1000lm 90CRI 30K BK ELV B

LC20830WTE OmniSpot LED 2000lm 80CRI 30K WH ELV A

LC20830BKTE OmniSpot LED 2000lm 80CRI 30K BK ELV B

LC20930WTECW OmniSpot LED 2000lm 90CRI 30K WH ELV CW A

LC20930BKTECW OmniSpot LED 2000lm 90CRI 30K BK ELV CW B

LC20930WTE OmniSpot LED 2000lm 90CRI 30K WH ELV B

LC20930BKTE OmniSpot LED 2000lm 90CRI 30K BK ELV B

Reflectors (All sizes) Narrow Spot, Spot, Narrow Flood, Flood A

Accessories (All sizes) Snoots, Hex Cell, Films, Accessory Holders A



Marketing Tools

Marketing Pieces..

 Comprehensive Track Brochure

 Sales Bulletin

 3 Specification Sheets

 Press Release

 OmniSpot Landing Page

 OmniSpot Video

On the road tools..

 Sales Sample Demo Kit

- 1000lm & 2000lm

- 1’ Radius Track

- Optic Kit

- Accessories Kit



Sample Case

A B

C

D

Sample Case
A. 1000lm & 2000lm Fixture

B. Sales Bulletin & Brochure

C. 1’ Radius Track & Plug

D. Accessories
 Optic Kits

 Snoots

 Hex Cell Louvers

 Diffusion Films

 Accessory Holders



Comprehensive Track Brochure

Item Code: PLI-1641BR





Questions?




