General Uniform Lighting

1 x TLED10.5W 3000K165D 9290011183

1x 1100 Im

Polar intensity diagram

Quantity estimation diagram

Service downward  0.85

CIE flux code 38 66 87 85 100
UGRcen (4Hx8H, 0.25H) 23
SL10662-TL

120° 180° 120° nr. of luminaires
l Broom: 28 M
Reflectances: 0.70, 0.50, 0.20
80 Maintenance factor: 1.0
Ceiling mounted
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Utilisation factor table
Light output ratio 1.00
Service upward 0.15 Reflectances (%) for ceiling, walls and working plane (CIE)

Room 080 0.80 070 070 070 070 050 0.50 030 030 0.00

Index | 050 050 0.50 050 050 030 030 0.10 030 0.10 0.00
Kk 030 0.10 030 020 0.10 0.10 0.10 0.10 0.10 0.10 0.00

0.60 042 040 041 040 039 031 030 025 028 024 0.21
0.80 052 049 050 048 047 039 037 032 035 031 027
1.00 0.60 0.55 0.57 056 054 046 044 038 041 037 033
125 068 0.62 0.65 062 060 053 0.50 045 047 043 0.38
1.50 074 0.67 071 068 0.65 058 055 0.50 052 047 043
2.00 084 075 080 076 072 066 062 058 059 055 0.50
2.50 090 0.80 086 081 077 071 068 063 064 0.60 0.55
3.00 095 0.83 091 085 081 076 072 068 068 0.64 0.59
4.00 1.02 088 097 091 085 081 077 073 073 070 0.64
5.00 1.06 091 1.01 094 088 084 080 077 076 073 0.67

Ceiling mounted

UGR diagram
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Luminance Table

Plane 0.0 15.0 30.0 45.0 60.0 750 90.0
Cone
45.0 4400 4372 4436 4596 4915 5590 6835
500 4208 4169 4215 4351 4630 5301 6651
55.0 4032 3981 4007 4110 4339 4984 6418
60.0 3872 3810 3815 3884 4042 4633 6126/
65.0 3726 3652 3636 3670 3742 4242 5737,
700 3592 3508 3472 3469 3445 3814 5212
750 3473 3377 3322 3285 3148 3332 4482
80.0 3368 3263 3190 3120 2873 2829 3448/
85.0 3279 3165 3079 2985 2642 2354 1895
90.0 3210 3088 2993 2882 2479 2126 472
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