General Uniform Lighting

1 x 1600 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.15 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450 600 750 900
- Cone
Service downward  0.85 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00 50| 9om| 8131| 7149] esss| easa| 39| 400
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.0 | 0.00 -
CIE flux code 38 66 87 85 100 K 030 010 | 030 020 010 010 | 010 010 | 010 010 | 000 S00| 9674 7710] €734 6328 6131] 6064 6121
55.0| 9336| 7250| 6311| 5979| 5828 5790| 5864
UGRcen (4Hx8H, 0.25H) 24 060 | 042 040 | 041 040 039 031 | 030 025 | 028 024 | 021 600 68911] 6739| 5679, S650) S549| 5542 563
080 | 052 049 | 050 048 047 039 | 037 032 | 035 031 | 027 650 8344] 6170] 5442| 5339| 5289| 53| 5419
100 | 060 055 | 057 056 054 046 | 044 038 | 041 037 | 033 700| 7581 5547| 5011| 5046| 5050| 5102 5224
125 | 068 062 | 065 062 060 053 | 050 045 | 047 043 | 038 750| 6519 4847| 4579| 4779| 4831| 4912 5052
150 | 074 067 | 071 068 065 058 | 055 050 | 052 047 | 043 200| 5016| 4115| 4179| 4539 4640| 4747| 4900
200 | 084 075 | 080 076 072 066 | 062 058 | 0.59 055 | 050
. 7! 9 77
250 | 090 080 | 086 081 077 071 | 068 063 | 064 060 | 055 850, 2758) 5404] 380 4342) 4479) 4604 4770
300 | 095 083 | 091 085 081 076 | 072 068 | 068 064 | 059 00| 76| 3092] 3606 4192] 4353] A492] 4669
400 | 102 088 | 097 091 085 081 | 077 073 | 073 070 | 064 (cd/m?)
500 | 106 091 | 101 094 088 084 | 080 077 | 076 073 | 067
Ceiling mounted
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