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Prepare fixtures / Install ceiling 

mounting components 

Arrange boxed fixtures on the floor in 

specified mounting locations; remove 

fixtures from boxes. 

Install all ceiling mounting components 

and vertical aircraft cables using separate 
installation instructions for Aircraft Cable 

Mounting (supplied). 

 

NOTE: If conditions are dusty/dirty, 
recommended practice is to leave fix-
tures in their plastic bag. Cut small holes 

in bag as needed to complete the follow-
ing installation sequence, and then com-
pletely remove the bag from the fixture 

when conditions are clean.  

1 2 3 

In the joining fixture install the joiner 

aligners into the trim extrusion to ap-
proximately half way. 

Install T-Bar mounting brackets to required 

height 

Lift and install the first fixture (or 

standalone) from above the T-Bar grid 

4 

5 

Install the joiner fixture into the T-Bar grid 

from above.  Complete wiring and slide 
the fixtures together. 

 

6 

Install side attachment brackets with 3/8” 

nut driver 
After run has been installed secure the fix-

ture (run) to the T-Bar 

7 

Application drawings will detail fixture 

row lengths plus a constant adder of 
1/4” to center cross T’s 

8 

Prepare ceiling  Prepare fixture before install 

in ceiling 

Drop fixture into ceiling 

Install joiners into fixture 

ends 
Add fixtures to row (if appli-

cable) 
Join fixtures Secure fixture(s) to grid 
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9 

10 

11a 

Install wire access covers to close the 

fixture.  Plug in ethernet cables (amount 

will vary by configuration) 

Install seismic restraints as per local build-

ing codes requirements 

11b 

Attach Ethernet cables 

Attach seismic supports 

Flush lens option 

Regressed lens option 

Install flush lens by pressing lens up into 

the fixture previously secured into the 
ceiling grid 

Install regressed lens into fixture previous-

ly secured into ceiling grid 
Lift lens into light 
cavity 

Shift lens into place 


