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SUBJECT:
INSTRUCTION SHEET

SOFTRACE /CLEARAPPEAL TW LED

INSTRUCTION PHILIPS

SHEET  Day-Brite

CAUTION: THE INSTALLATION AND SERVICING OF THIS PRODUCT SHOULD
BE PERFORMED BY A QUALIFIED ELECTRICIAN OR SERVICE PERSONNEL

O)Cn_u_oz. This fixture is designed for permanent installation in ordinary (Non—Hazardous) locations in accordance with tte National
Electrical Code and all applicable local codes. Do not use in areas of limited ventilation or in high ambient enclosures. The lamp and
fixture operate at high temperatures, contact with combustible materials can cause fire and personal contact can cause severe burns.

FOR CIRCUIT SIZING, REFER TO COMMISSIONED AND UNCOMMISSIONED RATINGS
ON PRODUCT POWER LABEL / SPECIFICATION SHEET.

NOTE: TUNABLE WHITE LUMINAIRES MUST BE COMMISSIONED WITH A PHILIPS
DYNALITE CONTROL SYSTEM TO ENABLE TUNABLE FUNCTIONALITY.

SEE BELOW FOR ACCESS
PLATE INSTALLATION

BEND GRID SUPPORTS
FROM HOUSING OVER
GRID.

ACCESS PLATE

—  ATTACH CONDUIT TO ACCESS PLATE.

—  MOUNT LUMINARRE IN CEILING.

- ROTATE ACCESS PLATE UNTIL SLOTS IN ACCESS PLATE ARE OVERLAPPING HOLE, STEP 1.

—  ROTATE ACCESS PLATE DOWN AND SLIDE IN DIRECTION SHOWN IN STEP 2 UNTIL ACCESS PLATE IS FIRMLY ATTACHED TO LUMINAIRE BODY
- REMOVE ACCESS PLATE FROM INSIDE BODY AND ATTACH SUPPLY LEADS TO LUMINARE LEADS, STEP 3.

—  REATTACH ACCESS PLATE TO BODY.

CAT. NO. AP-1

BLACK WIRE TO BLACK WIRE
WHITE WIRE_ TO_ WHITE WIRE
GREEN WIRE TO GREEN SCREW

GREEN SUPPLY WIRE
GROUNDING SCREW PROVIDED WHTE PPy R
GROUNDING CONDUCTOR (F NSULATED) T0 BE

STRIPPED MIN. 1 — INSERT END OF WIRE INTO
SHALL HOLE — WRAP WIRE UNDER AND AROUND
HEAD OF SCREW COUNTERCLOCKWSE (AS ILLU-

STRATED) TIGHTEN SCREW.

P>

SIEP 1
HOLE IN TOP OF HOUSING

GROUND WIRE (GREEN WIRE)

BALLAST WIRE (WHITE WIRE)

BALLAST WIRE (BLACK WIRE)
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INSTRUCTION SHEET
SOFTRACE /CLEARAPPEAL TW LED

AVERTISSEMENT @ SEUL UN ELECTRICIEN OU UN MEMBRE DU PERSONNEL
QUALIFIE DEVRAIT EFFECTUER L’INSTALLATION DE CE PRODUIT

VOIR PUISSANCE LABEL ET FICHE TECHNIQUE POUR CIRCUIT
CALIBRAGE .
NOTE : ACCORDABLE LUMINAIRES BLANCS DOIVENT ETRE AVEC UN

SYSTEME DE COMMANDE PHILIPS Dynalite POUR PERMETTRE
ACCORDABLE FONCTIONNALITE .

VOIR CI-DESSOUS POUR LINSTALLATION
DE LA PLAQUE D'ACCES

INSTALLER LE LUMINAIRE DANS LA GRILLE

PLAQUE D'ACCES

- RATTACHER LE CONDUIT A LA PLAQUE D'ACCES

- INSTALLER LE LUMINAIRE DANS LE PLAFOND

- FAIRE PIVOTER LA PLAQUE D’ACCES JUSQU'A CE QUE LES FENTES DE LA PLAQUE D'ACCES CHEVAUCHENT LE TROU, FIG. 1

- FAIRE PIVOTER LA PLAQUE D’ACCES VERS LE BAS ET GLISSER DANS LA DIRECTION INDIQUEE DANS LETAPE 2 JUSQUA CE QUE LA PLAQUE
D'ACCES SE RATTACHE FERMEMENT SUR LE LUMINAIRE

- RETRER LA PLAQUE D'ACCES DE LINTERIEUR DU LUMINAIRE ET CONNECTER LES FILS D'ALIMENTATION AVEC LES FILS DU LUMINAIRE, ETAPE 3

- RATTACHER LA PLAQUE D'ACCES SUR LE LUMINAIRE

NO CAT AP—1 FIL NOIR AVEC FIL NOIR
FIL BLANC AVEC FIL BLANC
FIL VERT AVEC FIL VERT

FIL D'ALIMENTATION

VIS DE MISE A LA TERRE INCLUSE FIL DALNENTATION BLANC

LE CONDUCTEUR DE MISE A LA TERRE (SI ISOLE)
DOIT ETRE DENUDE SUR UN MIN. DE 1 PO -INSERER LEXTREMITE

DU FIL DANS LE PETIT TROU -ENROULER LE FIL SOUS ET //
O

FIL DE MISE A LA TERRE (FIL VERT)

AUTOUR DE LA VIS DANS LE SENS INVERSE FIL DE BALLAST (FIL BLANC)

DES AIGUILLES DUNE MONTR
(TEL QUILLUSTRE) ET
RESSERRER LA VIS.

TROU DANS LE DESSUS DU BOITIER vv

ETAPE 3
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