General Uniform Lighting

1 x PLED10.5W 2700K120D 9290011811
1x 1200 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.15 Reflectances (%) for ceiling, walls and working plane (CIE) Plane 00| 150 300 450 600 750 900
- Cone
Service downward  0.85 Room 080 080 | 070 070 070 070 | 050 050 | 030 030 | 0.00
Index | 050 050 | 050 050 050 030 | 030 040 | 030 0.0 | 0.00 450| 30186 25695 23571 22868) 23490 2552M| 29749
CIE flux code 40 69 89 85 100 K 030 010 | 030 020 010 040 | 040 010 | 040 010 | 000 500| 26758| 22653| 20719| 20109| 20653| 22473| 26309
55.0| 23604 19862 18160| 17589| 18056 19690| 23114
UGRcen (4Hx8H, 0.25H) 26 060 | 043 041 | 041 041 040 032 | 031 026 | 029 025 | 022 600] 20680, 17322| 15762, 15289) 15691| 17109 20147
080 | 053 050 | 051 049 048 040 | 038 033 | 037 032 | 028 650 17908 14860 13540| 13124 134e1| 14674| 17357
100 | 061 057 | 059 057 055 047 | 045 040 | 043 038 | 034 700| 15276) 12595| 11477| 11108| 11418 12388| 14623
125 | 069 063 | 066 064 061 054 | 051 046 | 049 044 | 040 750| 12681| 10425| 9491 9225 9413| 10219| 12066
150 | 075 068 | 072 069 066 059 | 056 051 | 053 049 | 044 200| 10300] 8421| 7693| 7452| 7e05| 8192] 9626,
200 | 085 076 | 081 077 074 067 | 064 060 | 061 057 | 052
.| 9 7 7¢
250 | 092 081 | 087 083 078 073 | 069 065 | 066 062 | 057 850, 8313) €746] €191, 604 €122) 654 42
300 | 09 084 | 092 087 082 077 | 073 069 | 069 066 | 060 00| 7297] S9t4] S#3] 5297] 5363 5688|6623
400 | 103 089 | 098 092 086 082 | 078 075 | 074 071 | 065 (cd/m?)
500 | 107 092 | 102 095 089 086 | 081 078 | 077 075 | 068
Ceiling mounted
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